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7778 HARDWARE SHOP 

FOR BEST RESULTS * READ THIS FIRST ... 

This kit Is molded of styrene plastic and for best assembly results use only cements designed for this material. Cement Is not included 
in kit. Apply cement sparingly. Excess cement, particularly on the outside of your kit, may damage the details. Do not let the cement touch 
Eyes, furniture, or clothing. Carefully trim any excess plastic from the parts before assembling. This will result in better fitting components. 
Do NOT break parts from their sprues — always cut them apart — otherwise you will have a rough and discolored spot where the break- 
off occurs. 


The prototype for this building was usually lo¬ 
cated in rural or suburban areas and therefore 
it will be easy to locate on most model rail¬ 
roads. Due to the type of design this structure 
can be used at. almost any period of time, 
thereby greatly increasing it‘s usefulness to 
the modeller. 

STAGE A 

It is always easierto install doors and windows 
into wall sections before you have assembled 
the structure, so this is what we will do first. 
Check the parts against the drawings to make 
certain that you have the right doors and 
windows for the right locations. Now, begin 
to cement them into place. Door No. 6 is the 
main entrance. Windows No. 7 go into the four 
windows openings on wall No. 5. Door No. 9 
is fitted into the upstairs openings and air vent 


No. 8 goes at the top. Take wall No. 2 and fit 
into the openings the three identical windows 
No. 10. Leave the loading door No. 33 until 
later. Install door No. 11 and shutter windows 
No. 12 into rear wall No. 3. Before you install 
windows No. 10 into wall No. 4, check the 
drawings in stage E and note that one open¬ 
ing is not used as it will be concealed behind 
the little house wing. Make certain that you 
only install these windows No. 10 into the two 
upper openings and the one lower opening at 
the front of the structure. Once this has been 
done, we begin to assemble the main part of 
the building. Cement wall No. 5 to wall No. 2 
and bond them also to base plate No.1. Follow 
through by adding wall No. 3, and then wall 
No. 4. Be carefull to get all corners tight before 
the cement has set. 
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STAGE B 

This deals with the small house wing and you 
should look at the drawings under “E“ to see 
how it will appear when in place. Start the 
assembly by installing door No. 18 into wall 
No. 14 and window No. 19 into wall No. 15 
and wall No. 16. Now begin the assembly by 
cementing walls No. 14 and No. 15 together 
and then putting onto base-plate No. 13. Fol¬ 
low through with walls No. 16 and No. 17 
making sure you get a good fit. Now put the 
roof sections No. 20 and No. 21 in place. To 
complete the structure cement together the 
two sections of chimney No. 22 and cement 
into place on the roof. The little wing is now 
completed. 


STAGE D 

Now is the time to install the loading door No. 
33 into place. It can be installed in the closed 
or partly open position depending upon the 
builder‘s wishes. Cement the overhanging roof 
section No. 34 above the loading door. Install 
the No. 35 signboard onto this roofing, after 
putting the printed sign on it. Now begin to 
assemble the front porch area. Cement railings 
No. 36 into position on each side of the floor 
section No. 30 as per the drawing. Now install 
supporting posts No. 37 into place along with 
railing No. 38 also. Follow the drawings care¬ 
fully for this installation. Now install the upper 
flooring No. 39 into place. Cement the two rail¬ 
ings No. 40 into position and then longer rail¬ 
ing No. 41. After fitting the printed signs to 
signboards No. 42 and No. 43 install them in 
place in front of the railings. 


STAGE C 

We now resume assembly of the main part of 
this building. For easier construction we will 
start at the top and work down. Install the two 
roof sections No. 23 and No. 24 into place 
making sure that your fit is close. Cement the 
two chimney sections No. 25 together and 
make a dry fit first into the designated area 
to make certain that fit is correct. Then cement 
on permanently. Now assemble the roof dor¬ 
mer by cementing together side walls No. 27 
and No. 28 and window No. 26 and install into 
position on roof section No. 23. When posi¬ 
tioned install the roof No. 29 in place. Next, 
we will install the porches and platforms in 
place. Note that there are three pieces of plat¬ 
forms No. 30, and due to the construction one 
is not the same coloring as the other two. 
Unless you intend to repaint, we suggest that 
you take the one. Number 30 which does not 
match the others and use this for the front 
porch. Cement into place to front wall No. 5. 
Now install the platform sections as indicated 
on the drawing, with first a No. 30, then a No. 
32, and then another No. 30. This creates a 
loading platform around two sides of the 
building. You can now install both of the No. 
31 steps into place as shown. 
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STAGE E 

We now complete the building by installing 
the previously assembled small wing into 
place. When this is set, add the steps No. 45 
below the door as illustrated. Also install a 
step No. 45 to the main loading platform as 
shown in the drawings. The lifting hook No. 
44 should be cemented to the rear wall up 
high as also shown. The wheelbarrows (as¬ 
sembly 47) are now cemented together. Last, 
but not least, separate all the little accessories 
from their sprue, trimming the flash marks, 
and install around the platforms for further 
realism. Your hardware store is now complete 
and ready to be installed onto your layout. 







